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C-12

SITE

DETAILS

CRUSHED STONE AND DGA SHALL CONFORM TO NYSDOT STANDARD

SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, LATEST REVISION 
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PAINT SHALL BE:
PRIMER 1989 NYSDOT SPEC. O. 912.15
YELLOW PAINT 1989 NYSDOT SPEC. NO. 912.31

NOTE: (TYP.)
FIRM BEARING

PAINT YELLOW (SEE NOTE)

AIR ENTRAINED 5%-7%
12"Ø CLASS 'B' CONCRETE 

FILLED WITH CLASS 'B'
GALVANIZED STEEL PIPE

FINISHED GRADE

SLOPE TOP

4"Ø SCHEDULE 40
STEEL CHANNEL
2"X4"X1/8" PAINTED

CONCRETE 

R7-8

NOTES:
1. THERE SHALL BE A MINIMUM OF 70 PERCENT CONTRAST IN

LIGHT REFLECTANCE BETWEEN THE DETECTABLE WARNING AND
AN ADJOINING SURFACE, OR THE DETECTABLE WARNING SHALL
BE "SAFETY RED". THE MATERIAL USED TO PROVIDE VISUAL
CONTRAST SHALL BE AN INTEGRAL PART OF THE DETECTABLE
WARNING SURFACE.

2. DOMES IN THE DETECTABLE WARNING SURFACE SHALL BE
ALIGNED IN ROWS, NOT SKEWED DIAGONALLY.

3. DETECTABLE WARNING SURFACE SHALL BE "ARMOR-TILE" TAC
TILE SYSTEMS AS MANUFACTURED BY ENGINEERED PLASTICS
INC., WILLIAMSVILLE, NEW YORK, TELEPHONE NO.
1-800-682-2525 OR APPROVED EQUAL.  TACTILE TILE SIZE
SHALL BE A MINIMUM OF 24"X48" AND SHALL BE A BRICK RED
COLOR. DETECTABLE WARNING SURFACES SHALL BE  INSTALLED
AS SHOWN IN THE PLANS, THE MANUFACTURER'S
RECOMMENDATIONS AND ACCORDING TO SUGGESTION 607.06
SUBPART 5 DETECTABLE WARNING SURFACES OF THE NJDOT
STANDARD SPECIFICATIONS.

DOME (TYP.)
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PITCH TO PVT.

SECTION

PLAN

5
'

12" SMOOTH TROWEL FIN. EDGE

NON-EXTRUDABLE MAT'L.
4. EJ MAT'L SHALL BE BIT.
3. INSTALL EJ 20'o.c.

STRUCTURE OR CONC. PVT.
WHERE WALK ABUTTS A

2. INSTALL 1/2"W EJ x 4"D
1. ALL EDGES TOOLED 1/2" R

NOTES:

BROOM FIN

1/2"Wx3/8"D
RADIUSED TOOLED JOINT (TYP.)

5. WIDTH VARIES, SEE PLAN

PROP. CURB

WHITE SOLID,
PAINTED 12"
WIDE LINE

4" YELLOW
CENTER LINE

18" WHITE
STOP BAR
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GROUND SURFACE
MIN. 4' BELOW

PAVEMENT

CURB FACE
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1
FROM EDGE OF 
NORMALLY 6' TO 12'

36"X 30" MAX.

PAVEMENT

POSITION OF

2

(TYP)
FIRST SIGN

8 FT. APART. AJACENT POSTS CLOSER THAN 8 FT. APART

BOLTS SHALL NOT PROTRUDE MORE THAN 1/2"
BEYOND THE NUT WHEN TIGHT, BUT SHALL ENGAGE

MORE THAN 3 ALUMINUM OR 3 TWO PIECE STEEL U-POSTS
SHALL BE ALUMINUM OR 2 PIECE STEEL U-POSTS. NO

THE HEIGHT TO THE BOTTOM OF A SECONDARY IN URBAN AREAS, A CLEARANCE OF 1 FOOT 2

MAY BE 1' LESS THAN 7'.
SIGN MOUNTED BELOW ANOTHER SIGN

1
FROM CURB FACE IS PERMISSIBLE.

ALL THREADS IN THE NUT.

WILL BE PERMITTED WITHIN 8 FT.

7.

ADJACENT STEEL POSTS SHALL NOT BE CLOSER THAN 

POSTS MAY BE STEEL, ALUMINUM OR 2 PIECE U-POST
IN CONFORMANCE WITH THE NOTES BELOW.

ALL STREET POSTS AND BRACKETS SHALL BE CUT,
BENT AND HOLES PUNCHED AND DRILLED BEFORE
GALVANIZING. GALVANIZING SHALL BE IN CONFORMANCE
WITH CURRENT A.S.T.M. SPECIFICATION A123.

NUMBER AS SHOWN ON THIS DETAIL AND DIRECTIONAL
SIGN PANEL SIZES SHALL DETERMINE POST TYPE ANDALL POSTS SHALL BE OF ADEQUATE LENGTH TO MEET

THE REQUIRMENTS FOR ERECTION AS STATED IN THE
CURRENT "MANUAL ON UNIFORM TRAFFIC CONTROL 

ALL POSTS SHALL BE EMBEDDED 4' MINIMUM.

4.

5.

6.

SIGN SHEET.
DEVICES FOR STREETS AND HIGHWAYS"

1.

2.

3.

NOTES:
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